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ABSTRACT 

TECHNICAL MEMCRANDUM X-53146 

AN ANALYSIS O F  THE VARIATION 
I N  WEAR LIFE O F  EOT PP.ESSED -MOLYBDENUM 

DISULFIDE-SILVER ELECTRICAL CONTACT BRUSHES IN VACUUM 

Dr. Donald R. Ulrich 

George C. Marshall Space Flight Center 

Huntsville, Alabama 

Compositions of hot pressed  molybdenum disulfide containing 
metallic additions have shown promise a s  mater ia ls  for  e lectr ical  
contact brushes in vacuum; however, the wear life fo r  a given com- 
position has  varied f r o m  specimen to specimen. 
bility of these brushes has been analyzed with the major  effort being 
concentrated on a 55. 9% MoS2 - 44.1% Ag (wt) composition. 
factors  affecting wear duration of both the brush  mater ia ls  and their 
deposited commutator films have been studied and correlated. 
optimum brush composition that  should give the best  combination of 
lubrication and electrical  conduction properties is defined. 
brushes a r e  classified according to their  e lectr ical  conduction behavior. 

The non-reproduci- 

The 

An 

The 



NASA-GEORGE C. MARSHALL SPACE FLIGHT CENTER 

TECHNICAL MEMORANDUM X-53146 

AN ANALYSIS O F  THE VARIATION 
IN WEAR LIFE O F  HOT PRESSED MOLYBDENUM 

DISULFIDE-SILVER ELECTRICAL CONTACT BRUSHES IN VACUUM 

Dr. Donald R. Ulrich 

NON-METALLIC MATERIALS BRANCH 
MATERIALS DIVISION 

PROPULSION AND VEHICLE ENGINEERING LABORATORY 



ACKNOWLEDGMENT 

The author expresses  his appreciation to Messrs .  
W. L. Prince and H. W. Smith for  their  help with the 
X-ray diffraction and light microscopy, respectively, 
and to the Experimental Physics Section of this Divi- 
sion for  the wear life evaluation of the brush materials.  



TABLE OF CONTENTS 

SUMMARY . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  
INTRODUCTION . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  
EXPERIMENTAL . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  

Materials  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  
Electr ical  Conductivity . Resistivity Measure- 
ments . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  
X-Ray Techniques . . . . . . . . . . . . . . . . . . . . . . . . . . . .  

RESULTS AND DISCUSSION . . . . . . . . . . . . . . . . . . . . . . . .  
Brush Mater ia l  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  
Commutator Surfaces . . . . . . . . . . . . . . . . . . . . . . . . . .  
Optimum Brush Composition ..................... 

CONCLUSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  
FUTURE WORK . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  
REFERENCES ................................ 

Page 
1 

2 

4 

4 
4 

5 

6 

6 
8 

11 

12 

1 3  

17 

iii  



. 

LIST OF ILLUSTRATIONS 

Figure 

1 

2 

3 

Table 

I 

I1 

Title 

Conductivity of Metallic Silver and the 
55. 9% and 7470 MoSz Compositions as a 
Function of 1 /T  . . . . . . . . . . . . . . . . . . . . . . . .  
Microphotograph of the 55. 9% MoSz - 
44.1% Ag Composition (x200)  . . . . . . . . . . . . . . .  
Conductivity of the 100~0,  86.  2'7'0, 7470, 
and 55.9'70 MoS2 Compositions as a 
Function of 1 / T , .  . . . . . . . . . . . . . . . . . . . . . . .  

LIST O F  TABLES 

Page 

14 

15 

16 

Title Page 

6 Structural and Electrical  Data for Brushes . . . . .  
9 Resistance of Commutator Films . . . . . . . . . . . .  

iv  



. 

TECHNICAL MEMORANDUM X -  53146 

AN ANALYSIS OF THE VARIATION 
IN WEAR LIFE O F  HOT PRESSED MOLYBDENUM 

DISULFIDE-SILVER ELECTRICAL CONTACT BRUSHES IN VACUUM 

SUMMARY 

Compositions of hot p re s  sed molybdenum disulfide containing 
metallic s i lver  additions have shown promise as mater ia ls  for  e lectr i -  
cal  contact brushes ir- vacuum; however, the wear  life fo r  a given com- 
position has varied f r o m  specimen to specimen. 
wear  life of a 55. 970 MoSZ - 44.170 Ag (wt) composition was analyzed to 
determine the contribution of brush composition and fabrication tech- 
niques to failure and the mechanism of failure. 
brushes var ies  inversely with the volume of free silver at  the wear 
surface. 
due to an i r regular  si lver distribution in  the hot pressed  slug f r o m  
which the brushes are cut. 
of the s i lver  during hot pressing and is  not a resul t  of poor mixing o r  
the pre-pressing process.  

The variation in  

The wear life of the 

The variable si lver concentration in  the b rush  specimens is 

This a r i ses  predominantly f r o m  migration 

The surface film of the commutator is r ich in s i lver  content for  
short  wear  life brushes and low in si lver fo r  brushes of long wear  life. 
Arcing as a failure mechanism is associated with the presence of a 
la rge  si lver content. Sulfur can be released independently of arcing. 

The brushes studied have the properties of degenerate semiconduc- 
The analysis indicates that brushes containing a 13. 870 to 26% (wt) tors.  

s i lver  content will give the best  combination of lubrication and electr i -  
cal  conduction, the approximate optimum composition being 80. 5% 
MoS2- 19. 570 Ag. Actual wear testing of brushes of the optimum com- 
position appears to confirm the analysis. 



INTRODUCTION 

Graphite is a satisfactory material for  use as electr ical  contact 
brushe s in  standard brush-  commut ator applications. 
vacuum o r  reduced p res su re  conditions, these brushes are not suitable 
because of the rapid breakdown of the lubricating mechanisms. The 
general  description of graphite lubrication is  based on the common 
belief that the fundamental graphite latt ice consists of loosely bound 
layers  which possess  a low shear  strength. 
Bryant e t  al. has shown that the graphite lattice has  a high inter lam- 
el lar  binding energy (Ref. 1). 
number of conditions. 
Graphite crystals exhibit a significantly lower interlayer binding energy 
in  air than in i t s  absence (vacuum). In a i r ,  there  is an effect of oxygen 
and water vapor upon the interlayer bonds of the graphite. 
reduction by oxygen is described as an interaction between the unpaired 
electrons of oxygen molecules and the TT -electrons of graphite, 
adsorbed film of water may also prevent TT -electron bonding between 
near-surface graphite layers  and thus permit  easy cleavage o r  shear. 
In the absence of oxygen and water vapor, graphite exhibits high cleav- 
age and is  not a satisfactory lubricant for  electrical  contact brushes.  
Also, because the commutator loses  its oxide layer  under vacuum and 
elevated temperatures,  the commutator surface is roughened, which 
contributes to excessive brush  wear. 

Howeve r, under 

This is not the case. 

It may be caused to lubricate under a 
The condition of most  interest  is that of air. 

The energy 

An 

Because of the reduced p res su re  and loss  of the oxide layer  and 
surface contaminants, the contact voltage drop decreases  with a c o r r e -  . 
sponding drop in contact resistance (Ref. 2); circulating cur ren ts  build 
up, and arcing results. 
p re s su re  conditions since there  is no medium of heat t ransfer .  
consequence, the arcing physically damages the b rush  and commutator 
surf ace s . 

Arcing cannot be tolerated under reduced . 

As a 

The inadequacy of graphite brushes was first encountered in  1940 
with their  failure in  high altitude mili tary aircraf t .  To provide a lubri-  
cant for  the contact surfaces under the conditions of low oxygen and 
water vapor content, additives of organic materials, molybdenum disul- 
fide, o r  metallic halides to the standard graphite compositions were 
t r ied  (Ref. 3).  The organics volatilized. The molybdenum disulfide- 
carbon brushes initially deposited a satisfactory lubricating film, but, 
with the start  of sparking, molybdenum carbide was formed. This 
caused severe commutator wear.  

2 



The brushes that eventually proved to be satisfactory were  those 
containing metallic halide additions (Ref. 3). It-was discovered that 
these brushes would not operate adequately fo r  long periods of time in 
a space environment. Consequently, in 1960, a r e sea rch  program was 
initiated in  the Engineering Materials Branch of the Marshall  Space 
Flight Center to develop and evaluzte mater ia ls  for  use as electrical  
contact brushes in vacuum (Ref. 4). 
externally driven brush-commutator simulator at a p re s su re  of 
mm Hg. 
of copper to copper, bronze o r  lead to mild steel (1018-hardened), and 
molybdenum disulfide-copper to mild steel. 

Materials were  tes ted in an 

Initial evaluation included brush-commutator combinations 

The most  promising brushes were hot pressed  MoS2 - Cu combina- 
tions (Ref. 4). 
(1600O - 170O0F) at 3,500 psi  (Ref. 5). 
b rush  containing a successively higher percentage of MoSz. 
duration of 700 hours was achieved with a 90% Mas2 - 10% Cu (vol) 
brush. 

They were  fabricated by hot pressing at 871° - 927OC 
Improvement was noted with each 

A tes t  

Molybdenum disulfide brushes containing metallic si lver were  
evaluated next (Ref. 6). 
any one composition varied f r o m  a few hours to several  thousand hours. 
Ip general, the lack of reproducibility of wear  period was observed in  
the molybdenum disulfide brushes containing s i lver  o r  copper additions. 

The duration of wear  life before failure f o r  

The purpose of this study was to investigate and analyze the variation 
and non-reproducibility in the performance of the molybdenum disulfide 
brushes with metallic additions. 
brushes having a nominal composition of .55. 9% MoS2 - 44.1% Ag (wt) 
o r  73.5% MoSz - 26.570 Ag (vol). 
th ree  specific areas. The first and second were  investigations of the 
b rush  mater ia ls  and the deposited commutator films, respectively. 
In the third area, an attempt was made t'o define a compositional range 
which would give brushes with the best  wear  life performances.  

This analysis was concentrated on 

The work was organized according to 

The 
9 resul ts  are presented in  this report. 

3 



. 

EXPERIMENTAL 

Materials 

All  brushes used for  this investigation were  prepared f r o m  molyb- 
denum disulfide and metallic si lver.  Unless otherwise noted, the 
brushes were fabricated by hot pressing a t  927OC (17000F) a t  3 ,500  psi  
a s  described by King (Ref. 5). All references to compositions, l isted 
a s  either volume o r  weight percent, re fe r  to start ing compositions 
rather  than final compositions. 

X-Ray Techniques 

The wear surfaces of the brushes were  examined by X-ray diffrac- 
tion for  identification of the crystalline phases present.  
specimens normally a r e  used; however, i n  this study, the wear surfaces 
were used because the reflection of the incident X-ray beam f r o m  the 
wear  surface is more  representative of the surface s t ructural  condition 
a t  the t ime of wear.  .Powdered specimens removed either tangentially 
f r o m  o r  normal to the brush wear surface would include subsurface 
layers  which would not be representative of the wear surface at  the 
t ime of failure. 
sectional plane to another will also differ. 
the respective reflections were  used to calculate the intensity ra t ios  of 
the crystalline phases present at  the brush  wear  surfaces. 
grated intensity of a reflectipn f o r  a phase in  a multi-phase ceramic  
depends upon the volume fraction of that phase. 
grated intensities for  two phases i s  proportional to the ratio of the 
concentrations of these phases in  the ceramic.  

Powdered 

The crystalline phase concentration f r o m  one c ross -  
The mtegrated intensities of 

The inte- 

The ratio of the inte- 

Since the relation of intensity and concentration ratios is based on 
flat surfaces, assumptions a r e  made in  the present work which a r e  
adequate f o r  a relative comparison of the volume of one crystalline 
phase with the other a t  the wear surface of each brush. The brush wear  
surfaces  have a radius of curvature; however, i f  al l  of the samples  
have the same radius and a r e  mounted in the diffractometer in  the same  
manner,  the same e r r o r  would be introduced into each measurement.  
F o r  relative comparisons, a s  in the present  case,  this e r r o r  can be 
assumed to be canceled. 
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The question of the effect of preferred grain orientation at the 
wear surface must  be considered. Since each surface has  been sub- 
jected essentially to the same surface load and commutator rotation 
direction, the ratio should not be affected. Variations in  line shape 
because of grain effects will not affect integrated intensity (Ref. 7). 

Powders were collected f r o m  the surface films deposited on the 
copper commutator. 
diffraction technique and were  exposed up to 15 hours to determine the 
presence of minor crystalline phases. 

These were  examined by using the Debye-Scherrer 

Electrical  Conductivity - Resistivity Measurements 

The electrical  conductivity of the brushes was measured in the 
direction of wear,  i. e. , the long direction of the brush  specimen. 
The specimens were first machined so  that the wear face and the 
opposite face of the brush  were parallel. 
with Du Pont si lver preparation #4351 so  that the potential probe o r  
four-point probe for  measuring electrical resist ivity could be utilized. 
This method eliminates the e r r o r s  that could be introduced by s t r ay  
electromotive forces  at  the electrode interfaces. 

Each sample, was coated 

The silver coating was f i red  at 25OoC (482OF) fo r  five minutes. 
The surface conductivity of the fired-on silver was much higher than 
that f o r  a i r -dr ied silver! 
mens with a soldering pencil by using soft solder. 
measured  at room temperature  on a Keithley Model 503 milliohmmeter, 
and the resist ivity and conductivity were  calculated, 

Leads were soldered to the si lvered speci- 
The resistance was 

A sa’mple holder was constructed to measure  the resist ivity of the 
brushes  as a function of temperature by using the four-probe technique. 
The holder and sample were  suspended in  a smal l  e lectr ic  furnace whose 
r a t e  of temperature rise was controlled closely. 

The resistance of the surface f i lms deposited on the commutators 
was determined by measuring the resistance of the surface between 
s lots  on the commutator f o r  a given specimen. 
was measured and then compared fo r  each commutator. 

A number of such a reas  

5 



. RESULTS AND DISCUSSION 

Brush Materials 

The nominal start ing composition of the brushes used for  this study 
consisted of 55. 9% molybdenum disulfide and 44,170 metallic s i lver  (wt). 
The raw materials were hot pressed  into slugs, f r o m  which the brushes 
were  cut. 
hours. 
showed hexagonal molybdenum disulfide and metallic s i lver  as coexist- 
ing crystalline phases. 
ratio was determined by comparing the intensity of. the major  si lver 
reflection with that of the major  molybdenum disulfide reflection as 
given by the American Society for  Testing Materials diffraction data 
cards.  

The wear l ives of these brushes var ied f r o m  5. 3 to 7, 000 
X-ray diffraction patterns of the wear  surfaces  of the brushes 

The silver to molybdenum disulfide intensity 

A correlation of the wear lives of the brush  specimens and their  
respective intensity ratios showed that the wear life varied inversely 
with the volume of silver. As the Ag/MoS2 intensity ratio increased, 
the wear  life of the brushes decreased. 
The ratio was 0.1 at  7, 000 hours and 1.5 at 5. 3 hours. At 51 and 156 
hours, the ratios were 0. 75 and 0. 43, respectively. 

This is  shown in Table I. 

TABLE I 

STRUCTURAL AND ELECTRICAL DATA FOR BRUSHES 

CONDUCTIVITY RESISTIVITY 
(HOURS) IMoS2 (rnohm-1 -cm-l )  (ohm - c m  ) 

5 1. 50 15.15 6. 6 x 

IAg WEAR PERIOD 

51 0.75 6. 26 1 . 6 0  10-4 

156 0.43 4. 76 

670 0. 50 7. 27 

2 . 1 0  10-4 

1 .38  10-4 

7000 0.10 0. 21 4.76 10-3 
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The resul ts  of the electr ical  measurements  l isted in  Table I show 
that the electr ical  conductivity decreased as the volume of s i lver  
decreased. 
were  15.15 and 0. 21 milliohm-1 -cm-l, respectively. 
that the room temperature  resist ivit ies of the brushes range f r o m  

ties. 
sity ratio calculations and indicate that there  is a variation in  the s i lver  
content of the brushes.  

The values for the 5-hour and 7, 000-hour wear  life brushes 
Table I a lso shows 

- 
ohm-cm; the brushes of long wear life have the higher res is t ivi-  

The resul ts  of the electr ical  measurements  agree  with the inten- 

Good conductors have resist ivit ies in the vicinity of ohm-cm 
with a positive temperature  coefficient of resist ivity (Ref. 8). Semi- 
conductors a r e  character ized by resist ivit ies in the range of 
109 ohm-cm and by a negative temperature coefficient. 
55. 9% MoSz - 44.1% Ag (wt) brushes have resist ivit ies which a r e  inter-  
mediate between those of good semiconductors and good conductors 
and have positive temperature  coefficients of resistivity. 
in FIG 1, which is a plot of ln  u (conductivity) as a function of T and 

T i' the slope of(- In ) being negative. 
as degenerate semiconductors. When a semiconductor has  an impurity 
density of 1019 pe r  cm3, i t  acts  as a high resist ivity metal  and is r e fe r r ed  
to a s  e i ther  a semimetal  o r  a degenerate semiconductor (Ref. 9). 

to 
The nominal 

This is  shown 
1000 

These brushes  can be classified as T 

After establishing that the wear life of the brushes was dependent 
upon the s i lver  content, it was necessary to determine why there  was a 
variation in  the s i lver  content f rom brush  to brush. This was accom- 
plished by examining brush specimens prepared by each of the following 
procedures:  (1) cold pressed  (pressure  only), ( 2 )  cold p re s sed  and 
then s intered in  a kiln (temperature only), and ( 3 )  hot p re s sed  (temper+- 
ture  and pressure) .  

Structural  examination of the unfired cold p re s  sed specimens by 
X-ray diffraction revealed that the s i lver  was well distributed throughout 
the specimens. 
e lectr ic  kiln at 927OC (1700OF) and examined for  s i lver  distribution. It 
was found that the s i lver  migrated toward the lower surface of the speci-  
mens  (relative to their  position in the kiln). The upper portion was r ich  
i n  MoS2. This was also observed visually, the upper portion having the 
macroscopic  character is t ics  of MoS2. Excessive s i lver  migration occurred 
when the MoS2-Ag compositions were densified in the absence of increased 
pressure .  
were  subjected to both increased temperature  and p r e s s u r e  during .sintering; 
however, some migration occurred: 

The cold pressed  specimens were then s intered in an 

The excessive s i lver  migration did not occur when the composites 

In specimens that a r e  hot p re s sed  R t  

7 



3, 500 ps i  but at lower temperatures ,  some redistribution occurs. 
This redistribution increases  with increasing processing temperature. 
At 927OC (17000F), the redistribution is  sufficient to produce an i r regu-  
lar i ty  of silver in the slug so that there  is a variation in the s i lver  con- 
tent among the brushes which are cut f rom the slug. 
55.9% MoS2 - 44.1% Ag (wt) brushes cut f r o m  the same slug hot pressed  
at 927OC (17000F) at 3 ,500 psi  had wear  l ives that ranged f r o m  5. 3 to 
4,400 hours. 
content of the brushes cut f r o m  the same slug. 

The nominal 

This also indicates that there  is  a variation in the s i lver  

To confirm the above observations, a microscopic examination was 
made. 
pressed a t  927OC (1 700°F) was distributed as  localized concentrations 
throughout a molybdenum disulfide matr ix  (FIG 2). This suggests that 
during hot pressing there is a migri t ion of si lver to  the locations of 
lowest f r ee  energy. The silver forms  an aggregate whose shape tends 
to be that of a spheroid in which the total  surface energy is  minimized. 
It i s  conceivable that this shape is being approached since some of the 
strain energy present  is  being relieved by plastic flow during sintering. 
The concentrations of si lver a r e  elliptical. 
one that would contact the commutator during wear testing. 

Light microscopy showed that the si lver in the brushes hot 

The surface shown i s  the 
This i s  

I normal  to the p re s su re  plane of the hot pressed  slug f rom which the 
I brushes a r e  machined. 

Commutator Surfaces 

In this investigation, the commutator surfaces were studied to see 
if  a correlation could be observed between the deposited films and brush 
materials.  
crystalline phases of the surface films deposited on the commutators by 
the brushes during wear testing. Films deposited by the nominal 55.9% 
MoS2 - 44.1% Ag (wt) brushes contained molybdenum disulfide and 
silver as principal co-existing crystalline phases. 
wear life deposited films that were r ich in si lver.  
small amounts of cuprous sulfide (CuzS) in  addition to MoS2 and Ag. 
Brushes of long wear  l ife deposited films that contained MoS2 as the 
major crystalline phase and that were low in si lver content. 

X - r a y  diffraction techniques were used to determine the 

Brushes of short  
These films contained 

The resistances of the commutator films were measured, and the 
resul ts  are  shown in Table 11. 
copper commutator surfaces have res i s tances  of 400 and 270 milliohms, 
respectively. 

Molybdenum disulfide films and the 

The resis tances  of the wear  brush films a r e  between 

a 



these two values. 
7,000 and 51 hours have resistances of 350 and 290 milliohms, respec-  
tively. 
that the si lver content plays an important role in the wear life of the 
brushes.  

Films deposited by brushes having wear duration of 

These resul ts  agree with the X-ray structural  findings and show 

TABLE I1 

RESISTANCE OF COMMUTATOR FILMS 

Film 
Re si  stance 
(mill i  ohms) 

M o S ~  40 0 

Cu Commutator Surface 270 

7,000-hour 350 

51 -hour 290 

Start  of arcing 320 

To obtain additional information and verify the above results,  the 
powdered residue that collected in the tes t  apparatus during wear testing 
of the brushes was analyzed by X-ray diffraction. The residue collected 
f rom brushes of long wear life contained MoS2 as the major crystalline 
phase. 
small ,  which indicated that the material  t ransfer  was slow. 
collected f rom brushes of short  wear life contained large pieces of 
mater ia l  that appeared to have resulted f rom rupture of the film. 
residue contained silver a s  the major crystalline phase. 
these brushes was heavy and was accompanied by arcing. 

Also, the amount of residue collected f rom these brushes was 
The residue 

This 
The wear of 

To determine the effect of arcing on the wear life of the brushes,  
b rush  samples were removed from the tes t  apparatus at the s t a r t  of 
arcing and examined. 
the si lver to molybdenum disulfide intensity ratio,being 1 .  7. 
tivity along the length of the brush was 0.065 milliohm-cm. 
tator film showed silver as the major crystalline phase. 
verify previous findings, i. e . ,  brushes of high silver concentration have 
short  wear lives. 

The brush wear  surface had a large si lver volume, 
The r e s i s -  

The commu- 
These resul ts  
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Metallic mater ia l  t ransfer  by arcing during contact has  been dis- 
cussed by Holm (Ref. 10). If the contact voltage can reach the melting 
voltage at  the metallic contact spots, the molten metal  can be t rans-  
f e r r e d  since the temperature of the contact surface is above that of the 
bulk material. 
a r c  causes evaporation and t ransfer  of the metal. 
roughly proportional to the quantity of electricity that has pas sed 
through the a rc .  

The mater ia l  loss  is usually f r o m  the anode since the 
The t ransfer  is 

The melting voltage of si lver is given as 0. 37 volts and the minimum 
a r c  current  and voltage as 0 . 4  amperes  and 12 volts, respectively. 
The tes t  voltage and current  for the brushes being analyzed exceed 
these minimum values. 
ent, t ransfer  of metal  to the commutator surface is possible. It has 
a lso been observed in  this analysis that, .with arcing and heavy wear,  
one brush  (probably the anode) wears  at a much faster ra te  than the 
other. 

If the required concentration of si lver is p r e s -  

During wear testing, i t  was noted that a discoloration of the commu- 
tator surface ,was associated with arcing. To determine i f  molybdenum 
disulfide contributed to this discoloration and to study i t s  behavior a s  a 
brush  material  in  a vacuum, a set  of 100% MoS2 brushes was wear  
tested. 
was required for  the brushes without s i lver  as compared to 15 volts for  
the silver-containing brushes,  
higher resistance of MoS2 ar is ing f rom i t s  semiconductive nature. 
shiny black film indicative of MoS2 dry film lubrication was f i r s t  depos- 
ited on the commutator. With increasing time (10 minutes), the 
commutator surface on each side of the film assumed a dark blue tar- 
nish which blended into a lavender tarnish a s  the edge of the commuta- 
tor  was approached. Next, the edges of the black film disappeared a s  
metallic copper appeared, and another black film was deposited on the 
metallic copper. The black film then turned gray, and, with the color 
change, the magnet no longer could drive the commutator. 
time was 20 minutes. 

To s ta r t  rotation of the commutator, a tes t  voltage of 52 volts 

This would be expected in  view of the 
A 

The total tes t  

The commutator had to cool before rotation would s t a r t  again. 
With the s ta r t  of rotation, a black film was first deposited which, i n  
turn, assumed a gray Color. With this change, the magnet could no 
longer drive the commutator. There was no visible evidence of arcing. 

10 



The experimental resul ts  indicate that the discoloration can arise 
f r o m  a mechanism other than arcing. A metal  spot in  a non-contami- 
nated atmosphere will tarnish when exposed to a sulfur-containing 
atmosphere (Ref. 7). With repeated contact, a sulfide film i s  formed 
which will grow with accelerated temperature until decomposition occurs.  
This can leave a white powder ori the surface. 
enough af ter  decomposition, the surface remains metallic. 

If cooling is rapid 

With the MoSZ brushes of this study, some sulfur appears to be  
released, especially f r o m  the edges of the film since the copper tar- 
nishes. By the t ime the second MoS2 film is deposited, a temperature  
is  reached where some decomposition occurs.  This leaves a grayish 
residue with a high coefficient of friction which opposes the action of 
the magnetic drive. 

This experiment demonstrates the possibility of the release of 
sulfur f r o m  the molybdenum disulfide. The re lease  of sulfur f r o m  the 
silver-containing brushes of short  wear  life i s  shown by the Cu2S that 
i s  formed. 
long wear  life. 

This does not appear to be the case  with the brushes of 

ODtimum Brush ComDositions 

In view of the brush  mater ia l  and commutator surface results,  an 
attempt was made to determine an optimum brush  composition. 
brushes with a wear  l ife of 7,000 hours had a silver to molybdenum 
disulfide intensity ra t io  of 0.1 on a volume basis .  
a brush  with the approximate composition 90% MoS2 - 10% Ag (80. 570 
MoS2 - 19. 5y0 Ag by weight) would give the bes t  combination of lubrica- 
tion and electrical  conduction properties. If the optimum composition 
was in this vicinity, brushes of lower and higher si lver content should 
be,respectively,  non-metallic and metall ic i n  conduction behavior, 
which was found to be the case. A composition of 74% MoS2 - 26% Ag 
(wt) had a positive temperature  coefficient of resist ivity o r  a negative 
coefficient. of conductivity. A composition of 86. 270 MoS2 - 13. 87'0 Ag 
(wt) had a negative coefficient of resistivity o r  a positive coefficient of 
conductivity. A comparison shows that the metall ic to non-metallic 
conduction transition occurs  within the range of 13. 8% to 26% (wt) of 
s i lver  (FIG 3). 

The 

This indicates that 

In 0- 
1/ The plot of ( - ) of the 74010 MoS2 - Z6Y0 Ag body can be compared 

with that of the 55.9% MoS2 - 44.1% Ag which had a 7 ,  000-hour wear  
life (FIG 1). The values of conductivity are quite close, being in  the 
range of 1 to 2 x 102 ohm-1-cm-1. 
t u re  dependence is  quite low. 

The slopes a r e  the same; the tempera 
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The plot of ( - ) of the 86.2% MoS2 - 13.8% Ag body is shown in 

FIG 3 with that of the 100% MoS2 composition. 
within the same order  of magnitude, and both have the negative coeffi- 
cient of resistivity character is t ic  of non-metallic conduction. 
both follow an Arrhenius plot, there  is  an activation process  involved. 
The activation energies of the 100% MoS2 and the 86. 270 MoS2 composi- 
t ions a r e  0.27 and 0. 20 eV,  respectively. 

The conductivities lie 

Since 

This evidence suggests that a composition containing a minimum 
amount of silver may give the molybdenum disulfide the electr ical  
conduction required for  use  as an electrical  contact without losing the 
lubrication properties of the hexagonal structure.  
addition, a s  was shown, the value of the electr ical  res is tance of the 
MoS2 i s  too large for  the MoS2 to be used as a dry  film lubricant. 

Without this metallic 

In view of this, brushes of 80. 57'0 MoS2 - 19. 570 Ag were wear 
tested in  a vacuum. 
has  run for  2,085 hours have been analyzed. The wear  brush surfaces  
and commutator films have character is t ics  that were predicted. 
Tarnishing of the commutator occurred over the period of testing with- 
out interruption of the test. The stoppage of the test was not caused 
by the brush  specimens but is believed to have been caused by the 
specimen holder which appeared to have prevented mater ia l  t ransfer  
and, thus, caused stoppage of the test .  

A set of brushes and their  commutator film that 

CONCLUSIONS 

In a program to evaluate mater ia ls  for  use as electr ical  contact 
brushes in  vacuum, molybdenum disulfide containing metall ic additives 
has  shown promise. However, the wear  life tes t  resu l t s  for  a particu- 
l a r  composition have not been reproducible since they vary  f r o m  a few 
hours to several  thousand hours. The non-reproducibility has been 
analyzed. 
nominal starting composition of 55. 970 MoS2 - 44.170 Ag (wt). 

Most of the analysis was concentrated on brushes having a 

The analysis has  shown that the p r imary  contribution to the varia- 
tion in  wear  life is  a variation in  the si lver content of the brushes 
caused by s i lver  migration during processing. 
brushes varies inversely with the volume of si lver a t  the wear surface.  

The wear  life of the 
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The surface film deposited on the commutator by the short  wear life 
brushes i s  r ich in  si lver a s  is the brush wear surface; the si lver content 
is minimized for  brushes of long wear life. 

A large silver concentration on the brush wear  surface provides 
the conditions f o r  the initiation of arcizn-g and the melting, evaporation, 
and t ransfer  of the si lver to the commutator surface. 
sition on the commutator surface results in  destruction of the lubricating 
film and stoppage of the wear  test. 

The s i lver  depo- 

The variable s i lver  concentration in the brush  specimens comes 
from an i r regular  si lver distribution in  the hot pressed  slug f rom which 
the specimens a r e  cut. This i s  not a resul t  of poor mixing o r  of the 
pre-pressing process;  during hot pressing, there  is migration of the 
s i lver  so that i t  i s  distributed in localized concentrations throughout 
the molybdenum disulfide matrix. 

Investigation of the 10070 MoS2 brushes shows that sulfur can be 
released, and decomposition of the lubricating film can occur independ- 
ently of arcing. 

The nominal 55.9% MoS2 - 44.170 Ag brushes can be classified a s  
semimetals  o r  degenerate semiconductors. 
i n  the range of 10-5 to 
of resistivity; the brushes of longer wear  life have the higher res is t ivi-  
ties. 

They have resist ivit ies 
ohm-cm and positive temperature  coefficients 

Based upon the resul ts  of this analysis, i t  appears that a brush  
containing 13. 8-2670 (wt) si lver should give the best  combination of 
lubrication and electrical  conduction properties,  the approximate 
optimum composition being 80. 5% MoS2 - 19. 570 Ag. 

FUTURE WORK 

Additional work is planned to extend the study of the molybdenum 
disulfide-silver sys tem to optimize the electr ical  properties and to 
improve the wear l ife reliability, 
of such processing variables as time, temperature,  and hot pressing 
p res su re  on the electr ical  and physical properties of the brushes.  
effects of the initial particle size and purity of the raw mater ia ls  will be 
studied also. Other mater ia l  systems, based on compounds structurally 
s imilar  to molybdenum disulfide and with metall ic additives for  increased 
cenductivity, will be investigated to determine if  they possess  inherent . 

advantages over the MoS2-Ag system. 

This will include studying the effects 

The 
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FIGURE 2 c 

Micropho tograph  of the 55. 9% MoS2 - 44.1% Ag Compos i t ion  (xzoo) 
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